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Precise instrument for measuring refractive index ( nD ), dispersion ( nF-nC ) 

and concentration in Brix in solid, viscous and liquid samples according to 

Abbé principle suitable for laboratory use.

Other Data: 

Application Laboratory

Remark - Prisms can be temperature-controlled 

- Adjustable scale

Scope of supply Thermometer, tools for adjustment, contact liquid, 

Calibration glass block with engraved refractive index.

ABBE RefractometerTYPE RA-4



Measurement Range 0- 95% Brix concentration ( sugar scale ); 

1.3000- 1.7000 nD

Scale Division 0,25% Brix; 0,0005 nD

Accuracy 0,1% Brix; 0,0002 nD

Illumination Scale illumination, LED-illumination (590 nm) for prism 

Display Reading via scale window and ocular

Thermometer Thermometer: 0° - 70°C

Power Supply 110 V or 220 V, switchable, 50/60 Hz

Weight Approx. 5,5 kg

Complete with Digital thermometer 0° - 100°C, tools for adjustment, 

contact liquid, calibration glass block with engraved 

refractive index

Order No. 0.529.100

Specifications: 
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Contact

Aluminium Case

Thermometer, tools for adjustment, contact liquid, calibration glass block 

with engraved refractive index In aluminium case.

 

    Phon: 

Fax:      

E-mail:

Internet: 

+49 (0) 36075 / 43439-0

+49 (0) 36075 / 43439-9

sco@sco- tech.com 

w w w. s c o - t e c h . c o m

Address.  S C O  -  t e c h  

Auf der Heide 15 

D-37351 Dingelstädt 

Federal Republic of Germany


	Seite1
	Seite2

