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Our Hand-Refractometers are suitable for precision measurements of dissolved  in 
liquid, such as salt, sugar, starch and serum protein in blood, as well as industrial material like oil, 
fat, coolants etc.

RH Hand-Refractometers have a wide range of applications in food industry, medicine etc. 
Illumination by sun light or battery power allows outdoor handling.

material

Features: 

Hand-RefractometersRH-Series

Ø

Ø

Ø

Ø

Ø

Easy operation as a drop of fluid is enough to determine the refraction index

Precise measurements, supported by inbuilt ATC (automatic temperature compensation) 
at some devices.

Provided with conversion table

Pocket type easy to carry and measure in production area

Heavy duty supplied with carrying case



ARTICLE MODEL MEASURING DIV.  DIMENSIONS

NO. RANGE SCALE (mm)  (g) Comp. 

Brix / Honey

0.529.010 RH 10 0 - 10 %Brix 0.1 % ± 0.1 % 26 x 40 x 190 185 ATC

0. 529.011 RH 18 0 - 18 %Brix 0.2% ± 0.2 % 26 x 40 x 170 185 ATC

0. 529.012 RH 32 0 - 32 %Brix 0.2% ± 0.2 % 26 x 40 x 170 200 ATC

0. 529.013 RH 62 28 - 62 %Brix 0.2% ± 0.2 % 26 x 40 x 150 160 ATC

0. 529.014 RH 82 45 - 82 %Brix 0.5% ± 0.5 % 26 x 40 x 150 160 -

0. 529.015 RH 92 58-92%Brix 1% ± 1 % 26 x 40 x 125 175 -

38-43 ºBe' 0.5 ± 0.5 

12-27% Water 1% ± 1 %

0. 529.016 RH 80 0 - 80 %Brix     1% ± 1 % 30 x 38 x 190 400 -  

(2 Ranges)

0. 529.017 RH 90-1 0-90%Brix 0.2% ± 0.2% 28 x 38 x 200 620 -

(3 Ranges)

0. 529.018 RH 90-2 Nd1.333-1.520 Nd 0.001 ± Nd 0.001 28 x 38 x 200 620 -

(3 Ranges)

Salinity

0. 529.019 RH 100 0-100‰ (pm)  0.1%( pm ) 26 x 40 x 190 185 ATC

Salinity

Clinical

0. 529.020 RH 120 0-12 g/dl, 0.2 g/dl  27 x 40 x 170 175 -

1.000-1.040sg 0.002sg

Automotive

0. 529.021 RH 200 -60~32ºF 10ºF  26 x 40 x 160 180 -

1.15-1.30 sg

Wine

0. 529.022 RH 40-2 0-25 % vol 0.2%  26 × 40 × 160 160 ATC

Fruits 

0. 529.023 RH 32-3 0-140°Oe 1°Oe 26 × 40 × 170 175 ATC

0-25°KMW babo 0.2 OKMW Babo  

0-32% mas sacch 0.2% mas sacch  

0. 529.024 RH 32-2 30-140°Oe 1°Oe  26 × 40 × 170 175 ATC

0-32 % Brix 0.2% Brix

*ATC - Advanced Temperature Compensation

ACCURACY WEIGHT Temp.

Specifications: 
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Contact

Scope of Delivery

Ø

Ø

Ø

Ø

Ø

? Handrefractometer

? Pipette

? Screw driver

? Calibration solution

? Carrying case

 

    Phon: 

Fax:      

E-mail:

Internet: 

+49 (0) 36075 / 43439-0

+49 (0) 36075 / 43439-9

sco@sco- tech.com 

w w w. s c o - t e c h . c o m

Address.  S C O  -  t e c h  

Auf der Heide 15 

D-37351 Dingelstädt 

Federal Republic of Germany
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