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P R O D U C T  D ATA S H E E T

L E D  S O U R C E S  |  F O R  F LU O R E S C E N C E  | All information may be changed without prior notice

LED sources
fo r  f lu o res cen ce

H I G H L I G H T S
•	 Stand-alone operation

•	 Easy mounting and operation

•	 4 excitation wavelengths-bands are available

T E C H N I C A L  S P E C I F I C AT I O N S
L A M P H O U S E
The lamphouse can be mounted with a specific adapter on a Euromex 

Delphi-X Observer, iScope and Oxion upright microscope as well as  

for our Oxion Inverso and Delphi-X Inverso inverted models.  

For other brands, contact Euromex 

CO N T R O L L E R S

Band Wavelength FWHM (nm) Range Color Power (mW)

1 365 18 330-380 Ultra violet ≥ 2000

5 470 24 450-490 Blue ≥ 900

6 525 40 505-545 Green ≥ 500

8B 630 30 620-640 Red ≥ 600

Band Wavelength FWHM (nm) Range Color Power (mW)

1 365 18 330-380 Ultra violet ≥ 2000

5 470 24 450-490 Blue ≥ 900

7B 560 40 540-580 Emerald green ≥ 600

8B 630 30 620-640 Red ≥ 600

L E . 6 4 0 0
The standard LE.6400 system has a 100-240 V power supply/intensity control unit with keyboard pad for selection and intensity adjustment of four wavelength 

bands. Standard fits for all models, except Oxion inverso. For that model we offer LE.6400-OX. For other brand microscopes we offer adapters

L E . 6 4 0 0 - O X  (for Oxion inverso only)

The standard LE.6400-OX system has a 100-240 V power supply/intensity control unit with keyboard pad for selection and intensity adjustment of four 

wavelength bands

•	LE.6400 on a Delphi-X Observer


